— — — — — 
—— — woes , 


r n 


5 — —-————— - . 


— 


General Directions for the Driver of the Rolling Waggon. 


1 T the Waggon be greaſed as often as 
you conveniently can, whilſt it is new. 
ee careful that you replace all the Rings 
or Waſhers, and examine the Boxes often 


{as they may be liable to get looſe at firſt) 


and wedge them up tight. 


Hook up the Back Bands of the Thiller 


Horſes very ſhort,* that the Cattle may 


draw upwards as much as poſſible, and let 
the Body Horſes (or the Pair next the 


* Note, It is abſolutely neceſſary that this ſhould be 
ſtrictly obſerved, for if it is not, the Thill and 


Body Horſes will ſoon be gall'd upon the Top of 
the Neck, by the too great Preſſure of the Collars, 


which will be entirely taken off when the back 
Bands Are. hook d up: ſhort, 
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| Thillers) have Pads or Saddles on their 
Backs, to ſuſtain the Preſſure occaſioned 


by the Leaders. 
Load the Waggon forward, and leave 


the hind Part as light as poſſible. 


Theſe Precautions obſerved, every Owner 
will find his Account in ſuch Carriages, 
from the very firſt; for noRoad or Country 

can prevent their being uſed with Advan- 


tage. 

Ml N. B. Great Variety of Rolling Carriages, 
according to Act of Parliament, and alſs 
-Garden and Land Rollers of a new Con- 
ſtruction, are ready for Inſpection; and 

are built by JAMES SHARP. No. 


15, Liadenball Bren, London. 


